
MADE IN PORTUGAL

Weighing system
(optional)

Protection fence
(optional)

Drag shovel
(optional)

Water meter
(optional)

* Tolerance ±10%

PROFESSIONAL
HEAVY DUTY
CEMENT MIXER
WITH HYDRAULIC LOADER

BRH600 / 800 / 1200

 

Dimensions (L x W x H) (mm)*
Loader speed (m/s)
Loader load (kg)
Loader steel cable length (mm)
Hydraulic circuit pressure (bar)

Max. drum capacity (L)*
Max. mixing capacity (L)*
Water tank capacity (L)
Dosage (kg)
Drum rotation speed (rpm)
Production per hour (m3) 
Approximate weight (kg)

1100
510
100
245
21
25

1450

Electric
(400V - 50/60Hz)

Diesel
Lombardini 9 LD 625

5.59 kW / 7.50 HP
3500 x 1900 x 3150

0.9
200

1300
140

Drive unit type

TECHNICAL SPECIFICATIONS
750
450
80

210
21
19

1300

Electric
(400V - 50/60Hz)

Diesel
Lombardini 25 LD 425

5.59 kW / 7.50 HP
3200 x 1900 x 3070

0.9
200

1300
140

BRH800
500
350
80

140
22
8

1250

Electric
(400V - 50/60Hz)

Diesel
Lombardini 25 LD 435

5.59 kW / 7.50 HP
2900 x 1900 x 3070

0.9
200

1300
140

BRH600 BRH1200

Sole Distributor

20
21

04
03


